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GENERAL NOTES

When the truck count for the
temporary crossover is greater
than 1000 per day, the required
pavement section will be provided
elsewhere in the plans.

Temporary highway illumination,
when specified, shall be as detailed
elsewhere in the plans.

When the crossovers have been
removed, this line shall be re—
striped yellow, if the pavement
is to again to be used for
one-way traffic.

For temporary crossover type B,
this line shall be removed when
the traffic pattern is switched.

The advisory speed plate will not
be required when the existing
posted speed is 55 mph or less.

Spacing of drums at this location
shall be 6 m.

The '"Two-Way Traffic" (XW6-3B)
and "Do Not Pass" (R4-1-B) signs
shall alternate every 800 m
throughout the two-lane two—-way
operation.

8.

When required to maintain median
drainage, a 375 mm pipe shall be
placed at the centerline of the
median under the crossover. If the
crossover is to remain in place for
future construction, the pipe shall
have appropiate grated box end
sections, placed at both ends,

as shown on Standard Drawings
730-GBT0-01 through -08 and
730—-GBTT-01 through -06.

For a bridge contract, this distance
may the Engineer be adjusted by
the Engineer as required. However,
it shall be as close to the mini-
mum as possible.

Minimum pavement section for up
through 1000 trucks per day shall
consist of 60 kg/m?bituminous
surface 11,(HV, MV, or LV, as specified)
over 480 kg/m? bituminous base 5,
(HV, MV, or LV, as specified).

(See General Note 1.)

SURFACE AREA OF ONE
TEMPORARY CROSSOVER, m2
MEDIAN WIDTH, m | TYPE A TYPE B
18.3 1063 2105
152 924 1826
12.2 789 1557
110 735 1449
9.1 650 1278
7.9 596 1170

All dimensions are in mm unless otherwise specified.
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